
CERTIFICATE 
No. Z1A 048248 0037 Rev. 01 

Facto ries: 048248 

Certification Mark: 

Produet: Glue guns 

Produet Service 

Model(s): TY-G1001X, TY-G1001A, TY-G1003A, TY-G1004, TY-G1004K, 

TY-G4001A, TY-G4001X, TY-G4001 K, TY-G6002A, TY-G6008A, 

TY-G6003, TY-G6003K, TY-G6006, TY-G1005, TY-G2001, TY-G4001B 

Parameters: 

Tested according to: 

Rated voltage: 220-240V~ 
Rated frequency: 50Hz 
Rated input power: 
TY-G1001X 7(10-15)W; 
TY-G1001A, TY-G1003A, TY-G1004, TY-G1004K 7(10-20)W; 
TY-G 1005 10( 10-20)W; 
TY-G2001 20(40-50)W; 
TY-G4001A, TY-G40018, TY-G4001K, TY-G4001X 15(40-60)W; 
TY-G6002A, TY-G6003, TY-G6003K, TY-G6008A 23(60-SO)W; 
TY-G6006 35(80-150)W 
Protection class: li 
Degree of protection: Ordinary 

EN 60335-2-45:2002/A2:2012 
EN 60335-1 :2012/A13:2017 
EN 62233:2008 
AfPS GS 2014:01 PAK 

The produet meets the safety and health requirements of the German Produet Safety Aet section 20 
to 22 ProdSG. The certification marks shown above can be affixed on the produet. It is not permitted 

to alter the certification marks in any way. In addition the certificate holder must not transfer the 
certificate to third parties. This certificate is valid until the listed date, unless it is cancelled earlier. See 
also notes overleaf. 

Test report no.: 

Valid until: 
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